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PAL Plug-In SDK 
Seamless Device Integration into the PAL System

Introduction

•	 The Plug-in SDK easily integrates third-party devices into the PAL3 system environment. A device integrated in this way 
behaves like a native PAL module. For the user of data systems such as Analyst, Chemstation or Chromeleon, a third-party 
device becomes so indistinguishable from a PAL module.

•	 One control PC is required per PAL system for the Plug-ins.
•	 The Plug-in system fully supports a client / server architecture.
•	 Each Plug-in can have its own user interface tailored to its specific configuration.
•	 The Plug-in development is easy to learn - the necessary knowledge can be acquired in a short webinar.

Overview

Fig. 1: Example setup for the use of the CDS Plug-In
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Features

•	 The Plug-in System offers the possibility to seamlessly integrate your own devices into any data system via the PAL System 
driver infrastructure. 

•	 No specific communication interface (RS232, USB or Ethernet) is prescribed for the 3rd party devices.
•	 The Plug-in system controller is used to create and parametrize a Plug-in on the PC.

•	 The number of installed Plug-ins on a PAL system is not limited 
•	 Interactions with the PAL System are possible from within the Plug-in. For example, the PAL robot head can be controlled 

and moved after a vial has been placed on a balance.

Limitations

The data system must support a script-based driver integration.

The following software requirements must be met:

Product Version

Windows 7 or higher

.NET Framework 4

PAL3 Firmware 2.4.56 or higher

Fig. 2: User Interface of the Plug-In SDK software



For more information on the PAL System visit:

www.palsystem.com
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PAL is a registered trademark of CTC Analytics AG, Switzerland


