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Designed to perfectly meet your needs. Wide range of modern centrifuges
for a variety of laboratory applications

(v Soft touch buttons and display screen with intuitive controls
! Highly legible blue and white LCD display

(v Manufactured and tested to IEC standards, stable spinning operation (v Time control functions of pulse, timed and continuous
’_ _‘ within +/-1% variation v/ Automatic RPM/RCF conversion
[ Steady and soft deceleration with dynamic brake technology v/ Easy to check actual rotation through the viewing window in the lid
v/ Unique internal air flow design preventing from sample heating CONVENIENCE / Program memory up to 100 (or 10) programs
[v] High-capacity, strong compressor ensures fast cooling of chamber and samples IN OPERATION

v/ Automatic rotor identification

THE BEST [V Fast cooling function to 4°C in 5 minutes for fast start up of cooled samples 2 Automatic id elease at the completion of spinning

FUNCTIONAL
QUALITY V] A large assortment of rotors, buckets and adaptors for diverse applications

| Automatic rotor identification

(vl Automatic RPM/RCF conversion
™ Fine control of time counting by selection of “at set speed” or from starting

I Any rotors, sample containers and adaptors can be customized upon
specified requirement

(v High flexibility of structural & functional modifications

CUSTOMIZATION

| - _‘ ™ Sturdy structured, two or three layered lid for noise-minimized and safe operation EASY

v/ Safety lid lock scheme for safe and reliable work environment
V! Lid-drop protection protecting the operator and samples
v/ Automatic rotor identification for safe operation
™ Automatic detection and warning for imbalance, excess speed and over-heating
SAFETY and (v| Emergency lid-lock release for power blackout or sudden stoppage ’_ _‘

ROBUSTNESS

¥ The eco-friendly compressor-off function on when lid is open

™ Accredited with ISO 9001, ISO 13485, and KGMP
(v| Comply with CE conformity
V| Approved as Class lla medical devices (MD406 and MD416 only)

v/ The aerosol tight buckets and rotors to prevent contamination
! Autoclavable and corrosion-free rotors

CERTIFICATES AND

REGISTRATIONS




Product Selection Guide by Max Speed & Sample Container

Purpose g peed Ce ge H il H H
 Contrifuae BB — -Soeed. Clinical Contrifuae » Rotor Availability (Micro Centrifuges)
; ge Mid Capacity Large Capacity GRA-502-32 | GRP-mi.6-10 | GRF-m2.0-12 ) )
mini 1536 | 1730R | 1248 | 1248R | 1580 | 1580R | 1236R | 1736R | 2236R | 1096R 406 416 624R mini Max. Capacity 32x02ml | 10x18mcyotke | 12x20m Fixed Angle Rotors I Adaptors available for smaller tubes
p18~20 p21~24 p25~29 p30~45 p48~54 p55~62 p63~71 p74~76 p77~81 p82~90
Refrigeration ° | e e | e ° ° ° ° & g & . D , _
e pe =7 & i
T T e . Swing-Out Rotors (@ Refrigerated models
mz: 5233 ig L ° - Max. RPM/RCF | omonssioon 1asozow | 13500/12,300 [ 13,500/12,300
’ g Hole Diameter (mm) 6.5 128 111
Max. 3,800 xg D ! L
Max. 12,300 xg ° Max. Height for Tube fit (mm) 16 50 42
; Max. 14,980 xg D 153 T GRE-s02-32 | GREm20-24 | GREmM20-36 [ GRE-m5.0-10 - The fixed angle rotors are supplied with rotor lid (except PCR strip rotors).
Fixed Angle | Max. 15,520 xg [ Max. Capacity 32x0.2ml 24x2.0ml 36x2.0ml 10x5.0ml
Rotor Max. 16,500 xg o L) « The open style angle rotors are supplied with tube sleeves.
Max. 21,200 xg [J [J
Max. 25,900 xg D i Shape “ ‘ - a « The swing-out rotor may be ordered together with compatible buckets and adaptors.
Max. 27,200 x ° ) ) o
Max. 32,300 XS D = A A « The colors of the rotors, buckets and adaptors may be different and changeable without notification.
Max. 54,111 xg ° Wex. RPM/RCE 15,000/14,187 | 15,000/21,206 | 15,000/21,206 | 15,000/21,583
Max. 2,800 xg ° p21~24 Hole Diameter (mm) 6.5 1.1 1.1 17
M ax 3:1 00 xg ° ° Max. Height for Tube fit (mm) 16 52 52 68
Max. 3,500 xg Rotor Cat. No GRE-M-50.2-64 | GRE-M-m2.0-18 | GRE-M-m2.0-24 | GRE-M-m2.0-30 | GRE-M-m5.0-12 | GRD-M-m2.0-8 | GRD-M-m2.0-16
Swing-Out | Max. 3,600 xg 1730R Bucket Cat. No. E - - - 5 GLB-m208) | GLB-m2.0-4(16)
Rotor Max. 3,800 xg ° Max. Capacity 64x0.2ml 18 x 2.0 ml filter tube 24x2.0ml 30x2.0ml 12x5.0ml 8x2.0ml 16x2.0ml
Max. 4,410 xg =
Max. 5,300 xg [J ] ) [J [ ] [ "
Sample Container / Max. Force f n n n n m
PCR strip © © o © © © © © © o Max. RPM/RCF Ta028imen 117200 | 15,000/18,891 | 17,000/27,237 | 14,000/21,124 | 15,000/22,967 | 13,000/16,343 | 13,000/15,682
. 0.2/0.5 ml © © o © © © © © © © © p25-29 Hole Diameter (mm) 6.5 111 111 111 17 111 111
Micro 1.5/2.0 ml © ° (] (] [ (] (] o () [} ) [ o Max. Height for Tube it (mm) 16 65 52 52 68 48 43
Tube Micro filter tube © ©
1.8 ml cryotube ©
50ml © ©
3/4/5 ml ° D ° ° ° 0 o o D) © ©
7ml [ [ [ o [ [ @
10/15 ml ° ° D D ° 0 D 0 o D D
15 ml conical [ ] [ [ ] [ ] [ ] [ [ ] [ © [ ] [ ]
50 mi ° ° ° D ° ° D o 0 D
50 ml conical [ [ [ [ [ [ [ [ [ [
85ml ° ° D D ° ° D o o o
Tube 100 ml [ [ [ [ [ [ [
100 ml conical glass J
250 ml 0 0 o D 0 D D D
250 ml conical [ [ [ [ [ [
500 ml o o © © D
500 ml conical [ [ [
750 mi o 0 0
1,000 mi ©
PCR plate J o o ) o [ o 0 9 o
Micro assay plate [ [ [ [ [ [ J g [ J
Plate Tissue culture plate [ [ [ [ [ [ [ [ [ [
Deep well plate [ [ [ [ [ [ [ [ [J [
Filter set plate J
Syringe 10/20/60 ml [ [ o J [
Blood Bag | Double 200/ 400 ml 9

© Only for fixed angle rotors @ Only for swing-out rotors @ Both for fixed angle and swing-out rotors




» Rotor Availability (Large Capacity / Multi-Purpose / Clinical, Low-Speed Centrifuges)

Low-
Speed,
Clinical

10

17368 Tl GRF-L-s0.2-64 | GRF-L-m2.0-30 | GRF-L-15-12 | GRF-L-¢c15-12 GRF-L-50-6 GRF-L-c50-6 GRF-L-50-8 GRF-L-85-6 GRF-L-250-6 GRF-L-500-6
Bucket Cat. No. - - - - - - - - - -
Max. Capacity 64x0.2ml 30x2.0ml 12x15ml 12 x 15 ml conical 6 x50 ml 6 x 50 ml conical 8x50ml 6x85ml 6x (250 & 15 ml) 6x 500 ml
-~ D O @ @ P B e
[A] A A A A
ot Max. RPM/RCF__[120004a4imey 080300|_17,000/31,147 | 17,000/32,310 | 15,000/25910 | 17,000/32,310 | 15,000/24,753 | 15,000/25910 | 15,000/25,029 |ioouwn4gieso 46795 | 8,000/11,305
s Hole Diameter (mm) 65 1.1 17 17 295 295 295 38. 62(250), 17(15) 70
pas- Max. Height for Tube ft (mm) 16 52 125 125 120 125 120 125 130(250), 120(15) 170
GRF-L-s0.2-64 | GRF-L-m20-30 | GRF-L-15-12 [ GRF-L-¢15-12 GRF-L-50-6 GRF-L-c50-6 GRF-L-50-8 GRF-L-85-6 GRF-L-250-6 GRF-L-500-6 | GRF-L-1000-4 | GRF-L-1000-6
Bucket Cat. No. - - - - - - - - - - - -
- Max. Capacity 64x0.2ml 30x2.0ml 12x15ml 12 x 15 ml conical 6x50ml 6 x 50 ml conical 8x50ml 6x85ml 6x (250 & 15 ml) 6 x 500 ml 4% 1,000 ml 6 x1.000 ml
. OB S @ P OB DD
[A] [A] [A] [A] [A] [A]
7 S Max. RPM/RCF_ [120008434imen 1080300 | 22,000/52,163 | 20,000/44,720 | 20,000/46,062 | 22,000/54,111 | 17,000/31,793 | 20,000/46,062 | 20,000/44,496 |i3002s3ias0,2480815| 10,000/17,664 | 8,000/12,071 7,000/10,825
Hole Diameter (mm) 65 111 17 17 29.5 295 295 383 62(250), 17(15) 70 98 98
po5-62 Max. Height for Tube fit (mm) 16 52 125 125 120 125 120 125 130(250), 120(15) 170 175 175
109R Rotor Cat. No. GRF-L-250-6 GRF-L-500-6 GRS-L-1250-4
Bucket Cat. No. - - GLB-100(L)-1250 | GLB-100(S)-1250
Max. Capacity 6x (250&15m) [ 6x500ml 4x100ml 4x100 ml
P P
[A]
— Max. RPM/RCF 10001491250, 1467915 | 8,000/11,305 4,000/4,358 4,000/4,155
5371 Hole Diameter (mm) 62(250), 17(15) 70 355 446
P Meax. Height for Tub fit (mm) 130(250), 120(15) 170 207 190
1236R Rotor Cat. No. GRF-G-s0.2-64 | GRF-G-m2.0-30 | GRA-G-15-24A | GRF-G-15-24 | GRF-G-c15-12 GRF-G-50-8 GRF-G-c50-6 GRF-G-85-6 GRS-G-100-6
1248R /1248 Bucket Cat. No. - - GLB-15A-FA - - - - - GLB-b100-100 | GLB-b50-100
Max. Capacity 64x0.2ml 30x2.0ml 24 x15ml 24 x15ml 12 x 15 ml conical 8 x50 ml 6 x 50 ml conical 6x85ml 6x100 ml 6 x50 ml
only for R model not applicable for 1248 not applicable for 1248 not applicable for 1248
- B @RS e @ &
=
5 [A] [A] [A] [A] [A] Al
el Max. RPM/RCF 12&%"%%;”6”* 1200015520 | 40003134 | @ a,o%og%gt(g?en, ©12,000/16,582 | ©12,000/16,582 | ©10,000/11,101 | 10,000/12,298 40003105 | 4,003,032
. Hole Diameter (mm) 65 111 18 175 17 295 295 385 47 305
pa0-45 Wiax. eight for Tube it (mm) 16 52 25 115 125 120 125 22 120 115
Al GRF-G-s0.2-64 | GRF-G-m20-30 | GRA-G-15-24A | GRF-G-1524 | GRF-Gc15-12 GRF-G-50-8 GRF-G-c50-6 GRF-G-85-6 GRF-G-250-6 GRS-G-100-6
1580/1580R Bucket Cat. No. - - GLB-15A-FA - - - - - - GLB-b100-100 | GLB-b50-100
Max. Capacity 64 x0.2ml 30x2.0ml 24 x15ml 24 x15ml 12 x 15 ml conical 8x50ml 6 x 50 ml conical 6x85ml 6x (250 & 15ml) 6x100 ml 6 x50 ml
- only for R model only for 1580R
- e MR 6 L e @ Yol
- Al Al Al Al Al Al n
12,000/9,434(nner), ©8,000/7,370(mer),| 12,000/16,582 | 12,000/16582 | 10,000/11,101 | 10,000/12,298 | 8,000/9,588(250),
- . MaxREMHCE 108030uen | 12000/24.249 | 4,000/3,134 887o0uer | ©1500025910 |@15,000/25.910 |@13,000/18,592 |@12,000/17.709 | 9,395(15) 4000/3105° ] 4,000/3,032
05045 Hole Diameter (mm) 65 1.1 18 175 17 295 295 385 62(250), 17(15) 47 305
Max. Height for Tube ft (mm) 16 52 125 115 125 120 125 122 130(250), 120(15) 120 115
GRF-SR-m2.0-24 [ GRA-15-6A GRA-S-15-16A | GRA-SR-15-24 | GRF-SR-50-6 | GRF-SR-c50-6 GRS-S-15-6 GRS-SR-15-6 | GRS-S-50-4 (only for 416)/ GRS-SR-50-4 (only for 624R)
Bucket Cat. No. - GLB-15A-FA GLB-15A-FA GLB-15A-FA - - GLB-15-15 GLB-15-15 GLB-50-50 GLB-50-50 GLB-15-50
Max. Capacity 24x2.0ml 6x15ml 16x15ml 24x15ml 6x50ml 6 x50 ml conical 6x15ml 6x15ml 4 x50 ml 4 x50 ml conical 4x15ml
3 - only for 624R only for 406 only for 416 only for 624R only for 624 only for 624R
p74~81
; [A] [A] A [A] [A] Al [A]
! I 4,000/2,469(inner), 4,000/2,700 (416),
— Max. RPM/RCF 6,000/3,393 4,000/2,075 4,000/2,700 2.773outen) 6,000/3,824 6,000/3,960 4,000/2,826 4,400/3,420 4,300/3,888 (6248)
£2-%0 Hole Diameter (mm) 1.1 18 18 18 295 295 17 17 305 [ 295 [ 17
P Max. Height for Tube fit (mm) 52 125 125 125 120 125 125 125 125 | 125 | 125

GRS-L-1250-4
GLB-1250-1250 | GLP-mw-r250
4x250 ml 4 x4 MTPs
D Fixed Angle Rotors ﬂ Adaptors available for smaller tubes
n D Swing-Out Rotors (@ Refrigerated models
4,000/3,134 4,000/2,737
86x70.3 88x1285
130 80
GRS-L-1250-4 ) o . .
GLB-1250250 | GLP-mw-r250 - The fixed angle rotors are supplied with rotor lid (except PCR strip rotors).
4x250 ml 4 x4 MTPs . .
« The open style angle rotors are supplied with tube sleeves.
% « The swing-out rotor may be ordered together with compatible buckets and adaptors.
' = The colors of the rotors, buckets and adaptors may be different and changeable without notification.
4,000/3,134 4,000/2,737
86x70.3 88x1285
130 80
GRS-L-1250-4 GRS-L-1750-4 GRS-L-750-4 GRS-L-750-6 GRS-L-1400-4W | GRS-L-mw-4W
GLB-100(C)1250 | GLB-1250-1250 | GLP-mw-r250 | GLB-1750-750 | GLB500-750 | GLP-mw-750 | GLB-750-750 | GLB-b750-750 | GLB-500750 | GLP-mw-750 | GLB-750-750 | GLB-500-750 | GLP-mw-750 | GLB-1400-1400 | GLP-mw-1400
4 %100 ml 4 %250 ml 4 x4 MTPs 4 x 500 ml conical 4 %500 ml 4 x4 MTPs 4x750 ml 4x750 ml 4 %500 ml 4 x4 MTPs 6x750 ml 6x500ml 6x4 MTPs | 4x1,400/4 blood bags 4 x4 MTPs
| n n i E n - ﬂ
4,000/4,191 4,000/3,134 4,000/2,737 3,600/2,898 3,600/3,159 3,600/2,485 4,000/3,667 4,000/3,900 4,000/3,068 4,000/3,982 4,000/4,248 4,000/3,384 4,000/3,982 5,000/5,324
615 86x70.3 88x1285 9999 692 88x1285 9 99 692 88x1285 99x1015 69.2x135 88x1285 134x115 86.1x128.1
190 130 80 135 165 80 142 \ 130 165 80 142 165 80 150 57.1
GRS-G-100-6 GRS-G-250-4 GRS-G-r250-4
GLB-10-8-100 | GLB-bd15-100 | GLB-bdc15-100 | GLB-250-250 | GLB-c250-250 | GLB-60-250 | GLB-020/10-250 | GLB-1250-1250 | GLP-mw-r250
6x8x10mlvacutainer| 6x 2x15ml |6x2x 15 ml conical 4x250 ml 4 x 250 ml conical 4 x60 ml 4x2x(20&10 ml) 4x250 ml 4 x4 MTPs
& & & = %
n
40003105 | 40008032 | 40003105 | 5000534 | 50005304 | So005304 | SURATER0 | 4o00m134 | 40002737
16 17 17 62 605 315 225(20,16(10) | 86x703 88x1285
120 123 120 153 153 165 125 (20), 132 (10) 130
GRS-G-100-6 GRS-G-250-4 GRS-G-r250-4 GRS-G-r750-4 GRS-G-750-4
GLB-10-8-100 | GLBbd15-100 | GLB-bdc15-100 | GLB-250-250 | GLB-c250-250 | GLB-60-250 | GLB-d20/10-250 | GLB-1250-250 | GLP-mw-250 | GLB-750750 | GLB500-750 | GLP-mw-750 | GLB-750-750 | GLB-b750-750 | GLB500-750 | GLP-mw-750
6x8x10mlvacutainer| 6x 2x15ml |6x2x 15 ml conical 4250 ml 4 x 250 ml conical 4 x60 ml 4x2x(20&10 mi) 4250 ml 4 x4 MTPs 4 x 500 ml conical 4 x500 ml 4 x4 MTPs 4x750 ml 4x750 ml 4 x500 ml 4 x4 MTPs
n n
4,000/3,105 4,000/3,032 4,000/3,105 5,000/5,394 5,000/5,394 5,000/5,304 |5000475200,4472(10)| _4,000/3,134 4,000/2,737 3,600/2,898 3,600/3,159 3,600/2,485 4,000/3,667 4,000/3,900 4,000/3,068
16 17 17 62 605 315 225(20,16(10) | 86x703 88x1285 99x99 69.2 88x1285 99 [ 99 69.2 88x1285
120 123 120 153 153 165 132 (20), 125 (10) 130 80 135 165 80 142 \ 130 165 80
GRS-S-50-4 (only for 416)/ GRS-SR-50-4 (only for 624R) GRS-S-100-4 (only for 416) / GRS-SR-100-4 (only for 624R) GRS-S-mw-2 GRS-SR-mw-2
GLB¢15-50 GLB-d1550 | GLB-dc1550 | GLB-b100-100 | GLB-b50-100 | GLB-10-8-100 | GLB-bd15-100 | GLB-bdci5-100 - -
4 x 15 ml conical 4x2x15ml [4x2x15ml conical 4x100 ml 4x50ml 4x8x10 mivacutainer|  4x2x15ml  [4x2x15ml conical 1x2 MTPs 1x2 MTPs
- » - only for 416 onlyfor 6248
L - - i+ - - - -
E. 2 ﬁ - W SER SR o |
n [A] 4]
4,000/2,700 (416), 4,000/2,774 (416), | 4,000/2,700 (416), | 4,000/2,774 (416), | 4000/2,700 (416), [ 4000/2,774 416}, | 4 100/1 086 000/ 1908
4,800/3,888 (624R) 4,200/3,059 (624R) | 4,200/2,976 (624R) | 4,200/3,059 (624R) | 4,200/2,976 (624R) | 4,200/3,059 (624R)| " ST
17 [ 17 17 4 305 16 17 17 885x1303 885x1303
120 \ 120 120 120 115 120 123 120 3% 3%




12

Fixed Angle Rotor Selection Guide by Sample Container

o

Tube ﬁ
Shape & Volume g @ @ g
PCR stripor 0.2 ml | 1.8 ml cryotube 20ml 20ml 2.0 ml filter tube 5.0ml 10 ml or 15 ml 15 ml conical
Max. Capacity (ea) 4.0r 8 (PCR strip) / 32 or 64 60r 16 or 24 24 (only 15 ml) 60r 16 or 24
GRA-50.2-32
GRA-15-6A GRA-15-6A
GRE-50.2-32 GRE-m2.0-24 GRE-M-M20-30
Rotor GRE-V-50.2-64 GRF-m1.8-10 GRF-m2.0-12 GRE-M-m2.0-24 GRF-6-m20-30 GRE-m2.0-36 GREM-M20-18 GREM5.0-10 GRAS-15-16A C GRF-L15-12 GRF-G-15-24 ERAS15-16A € GRE-G-¢15-12
e G CRESRD 028 LI 030 GRE-M-m5.0-12 GRA-SR-15-24 GRA-SR-15-24 GRF-L-c15-12
i : . GRA-G-15-24A GRA-G-1524
GLB-15AFA
Bucket - - GLB-15A-FA GLB-15-FA
Shape
n
Hole diameter (mm) 65 128 111 1 1 111 17
Max. height for tube it (mm) 16 50 2 52 52 65 68
: GAS-3(15) 31l
1 GASM02(2) 0.2 6ASm0.2(2) 0.2 i AS-m0.212) 0.2 1 GAS-M0.2(2) 0.2 1 g -
Optional Adapiors GASMO5(2) 05 m GASMO5(2) 05 i BASMO5(2) 05 i BAS MO 05 1l gggg g{ o e
mini (RPM/ RCF) 6,000/1,850 13500/12,300 13,500/12,300 - - - -
1536 (RPM / RCF) 15,000/ 14,187 - - 15,000/ 21,206 - 15,000/ 16,150 - 15,000/ 21,583
1730R (RPM/ RCF) 12,600/11,722 0 - 17,000/ 27,237 14,000/ 21,124 - 15,000/16,150 15,000/ 22,967 - -
406 (RPM/ RCF) - - - - - - 4,000/2,075 4,000/2,003
416 (RPM/ RCF) - - - - - 4,000/2,700 - 4,000/2,638
624R (RPM / RCF) 6,000/3,393 - - 4,000/2,773 4,000/2,665
1248 (RPM / RCF) - - - -
1248R (RPM / RCF) - - 12,000/15,520 - - TR
1236R (RPM / RCF) 12,000/10,803 - - 4,000/3,134 S 4,000/3,068 12,000/ 16,582
1580 (RPM / RCF) - - - - -
1580R (RPM / RCF) - Ty - - 8,000/8,872 15,000/ 25,910
1736R (RPM / RCF) IR E - - 17,000/ 31,147 - - - 17,000/32,310 - 15,000/ 25,910 -
2236R (RPM / RCF) ; i 22,000/52,163 - 20,000/ 44,720 20,000/ 46,062
1096R (RPM / RCF) - - - - - - - - - -
. . . . = The PCR tube rack should be necessary for non-skirted PCR plate.
Swing-0ut Rotor Selection Guide by Sample Container
Tube @
Shape & Volume
) ) 10,20 ml 60 ml
20ml 10 ml vacutainer 15ml 15 ml conical syringe syringe

Max. Capacity (ea)

4x40rdx6

8x40r8x6

2x40r2x6

2x40r2x6

6LB-020/10-250
Bucket GPmw250 | GPTW7S0 | GPmwe750 | GPme1400 | GLBM20@ | GIBM204MS) | 6BI515 | GBA0S100 | GBISE0 | GBS0 | GBI5I5 | GIBONSI0 | GBISS) | GBKISE) | GBbISI00 | winGASanseo) | | AEERZ0
6AS-10s(10) | " 560)
GRS-G-7504 GRS-S-100-4 GRS-5-100-4 GRS-5-100-4
GRS-S-mw-2 ) | GRS-G1250-4 GRS-G-1750-4 RS-5-15-6 RS-5-50-4 () | GRS-S50-4 () | GRS-5-15-6 GRS-550-4 () | GRS-S-50-4
Rotor GRS-L-750-4 GRS-L-mw-4W | GRD-M-m20-8 | GRD-M-m20-16 GRS-SR-100-4 GRS-SR-100-4 GRS-SR-100-4 6RS-6-250-4
GRS-SRmw-2 | GRS-L12504 © | SRLTS04 © | Grs 7504 GRS SR15:6 ) | SRSR1004 | GRS Sp50-4 ) | GRS.SR50-4 ) | GRSSR156 ) | SRS 1004 0| GRS sp50.4 | GRS Sri50-4 ) [ SRS SR 100-
Shape
Wiax_height for tube fit (mm) % 80 80 125 123127 wiocap) 120 120 125020/132(10) 165
OptionalTube Rack & ~ GAS-m0.2(2) 0.2 ml | GAS-m0.2(2) 0.2 ml GAS-3(10) 3 ml R R
Adaptor GASMO52)05 1 | GASMO(R) 051l GAS-5(10)5 1l -
17308 (RPM/ RCF) - B T3,000/16:343 | 13,000/15,682 - - - - - - - g - E
416 (RPM / RCF) 400071986 B - - 4000/2,826 1) | 4000727740 | 40007270000 | 4000/2,700 0 | 4000728260 | 4000/2,700 © | 4000727000 | 4000727000 | 400072774 -
624R (RPM/ RCF) 4,000/1,986 B B 4400/3,420 0 | 4000/3059 0 | 4,800/3,888 0 | 4,800/3,888 ) | 4,400/34200) | 4,200/2976 © | 4,800/3888 0 | 4,800/3,8880 | 4,200/3,059 -
1248 (RPM / RCF) - g g - - - - - -
1248R (RPM / RCF) - g - g -
1236R (RPM/ RCF) g 4,000/2,737 g g 4000/3,105 g 4,000/3,032 g 4,000/3,105 5*°°fjfé(71%§‘2°‘ 5000/5,394
1580 (RPM / RCF) - g B - :
T 4,000/3,068 1) | 3,600/2,485 . . -
1736R (RPM / RCF) g g B B - -
2236R (RPM / RCF) - g g B g E
4000/2,737
1096R (RPM / RCF) j%gfgggf ~ | 3600/24850 | 5000/5324 . - . . .

‘A
m : Adaptor available for smaller tubes
g * (€): conical tube
50 ml 50 ml conical 85ml 250 ml 500 ml 1,000 ml ) .
6 8 6 6 6 6 4 6 * The fixed angle rotors are supplied
GRF-SR-050-6 with rotor lid (except PCR strip rotors).
GRF-SR-50-6 GRF-G-50-8 GRF-G-85-6 GRF-G-250-6
GRF-6-050-6 GRF-L-500-6 GRF-L-1000-4 GRF-L-1000-6
GRF-L-50-6 GRF-L-50-8 GRF-L-050-6 GRF-L-85-6 GRF-L-250-6 * The open style angle rotors are
supplied with tube sleeves.
* The swing-out rotor may be ordered
together with compatible buckets and
adaptors.
295 295 295 62250 m)/17(15 m) 70 % % * The colors of the rotors, buckets
120 120 125 130 250m) /120 (15 m) 170 175 175 i
and adaptors may be different and
GAS-15(50) 15m A— - 250 (GAS-250(1000) 2 GAS-250(1000) 250 ml . e
GAS-015i50) 15 ml concal | GASC1900 15 M1 Concal | gag gy 50 GAS-250500) 250 m GAS-500(1000) 2 GAS-500(1000) 250 ! changeable without notification.
GAS-c50(85) 50 ml conical
5,000/3.824 5,000/3.960
12,000/ 16,562 10,000/ 11,101 L0228 - -
- 15,000/ 25910 15,000/ 18,592 C 12,000/ 17,709 8,000/9,568 g g
17,000/32,310 15,000/25,910 15,000/ 24,753 15,000/25,029 - 10,000/ 14981 - 8,000/ 11,305 B -
22,000/54,111 20,000/ 46,062 17,000/ 31,793 20,000/ 44,49 13,000/ 25318 10,000/ 17,664 8,000/12071 7,000/10,825
- - - - 10,000/ 14,981 8,000/11,305 - -
5 @ @%
50 ml 100 ml , )
50 ml conical 100 ml glass 250 ml 250 ml conical 400 ml blood bag 500 ml 500 ml conical 750 ml
1x4 1x40r1x6 1x4 1x40r1x6 1x4 1x4 1x40r1x6 1x4 1x4 1x40r1x6 1x4 2x4 1x40r1x6 1x4 1x40r1x6 1x4 1x4 1x6
oy GLB-100U-1250 | GLB-250-250 GLB-750-750 ey 6LB-750-750 . 6LB-750-750 (¢ gy
685050 | GLB450-100 | GLB-c50-50 (WEthA?PgD(:J?gG)) 6LB-1005)1250 | 6LB-1250-1250 6LB-b750-750 (erthAg?z%&?gO” 6LB250-250 | GLB-750-750 6LB750-1750 (wrmséir\rfooojzllggoo)) 6LB500-750 | GLB-500-1750 | GLB-6750-750 (witﬁﬁgggo&?%m) 6LB750750 | G6LB-750-750
6LB-100(C11250 | (i GAS-250(250) (vith GA S-250750) (with GAS-c250(750)) (with GAS-G500(750))
GRS 1004 GRS-5-100-4 GRS-G-250-4 GRS-G-750-4 GRS-G-750-4 S 67504 GRS-G-750-4
GRS-5-50-4 6RS-5-50-4 GRS-G-750-4 GRS-G-1750-4 GRS-G750-4 GRS-G-750-4 GRS-G-750-4
GRS SR-100-4 GRS-SR-100-4 O | GRS-L-250-4 |  GRS-G-1250-4 ORS-L-750-4 GRS-G-2504 | GRSL-7504 GRS-L-1400-4W | GRSA-750-4 GRS-L-750-4 GRS-L-750-6
GRS-SR-50-4 | SR IO0! - ers-sms0-4 0 | Sho o 00 e Lm0 s GRS-L-1750-4 eLre GRS-L750-4 e (| ersLms4 A GRS-L1750-4 GRS-L-750-4
)
= g
| Al Al Al
125 120130 (wiocep) | 207 () 19068,0)| 15300/ 130 130/ 1420wlo cap) 13 153 130/ 1420wlo cap) 165 165 130/ 142 (o cap) 130/ 142 (wlo cap) %2
GAm20-60100) 20 1 GAN-5-24(750)5 GAN-5-24(750)5 il GAN-5-24(750)5 1l GUSAMET | B 2ATE 5
GAN7-50100)7 1 GAVMHm2.01250) 2.0 1 527501 L5-24(750 5 1 GAM-400-2(1400) 400 524750 51 U S 5247505
GAVH10-50100) 1011 GAM-5-12(25 m_lg_@ggm‘ GAM5-30(750)5 1 V1021750 10| Gay5.30(750) 5.1 GAM-200-3(1400) %mg%ggg% 1 GAM-5-30(750) 5l | CAFIBAITED 10ri- ) GAI-I01F50) 0
GAH15-3(100) 15 1 akisEs 1onl | ST GAVH15-206750) 151 GAVH15-20(750) b s GAVH15-20(750) 15 11
GAS-U15(50) 15 1l & 15 ) . GAVCI5-3100) 15 sieissesn om ) | 1 GA15-16¢750) 5 GAMCI5-16(750) o )10 . e GAMGI516(750) 15 7
GAS-C50(50) 50 ml conicel GAS-cI5100) as0aiz onl | oS GANF50-8(750)5 GAVE-50-8(75 GAM-15-24(1400) 15 oy GAV-50-8(750)
GAS-50100) 50 sakas03gsn o () | S 0D GAVGE0-5(750) 50 GAVHC50-5(750) GAMC15-24(1400) 157 GAVHCS0-5(750) 50 1 (¢
GAS-CE0I00) anrgsa ol | el GAS250¢750) 250 GAS-250(750) 250 1l | GAV50-12(1400) y GAS-250(750) 230
GAS 850100 85 GAS-2501250) 2501 | Gag epozs) GAS-¢500(750) 500 GAN-C50-9(1400) 50 GAS-¢500(750) 500 1 (¢
GAS-100p100) 1
400072700 0| 400072700 0| 400072700 0| 4000/ 2,774
4,800/3,888 0| 4,200/2976 0| 480073888 0| 4,200/3,059 - - - -
- - 5000/5,39%4 - - -
4000/3032 - 4000/3,105 e 5000/5,394 -
- - 4,000/3,667 3,600/2,898 4000/3,667 3,600/2,898 4000/39000) | 3600/3,159 4000/3,667 3600/2,898 4000/3,667 -
400074358 ()| 400073134 4,000/3667 4000/3667 4000/3900 4000/3667
E E 404158 g e 3,600/2,898 C e 3,600/2,898 C 400013982 |, (it o [SEVATRO| oo 3600/2898C) | 4000/3667 @ | 4000/3982
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Catalog Numbering Rule of Centrifuges and Accessories

Featured Functions

Main Body

Max. Capacity
(total # of tubes for max. load)

No symbol : round type m: for micro tube

r: rectangular type b : for bioseal application
¢ : conical type u : universal for both

d : dual hole type round & conical tube

mw : for multiwell plate

A Type and Capacity of
Individual Rotor Hole
F or Bucket

GRE-M-m2.0 -24

|
GLB-b 100- 100
GLP-mw_-r750
C

Bucket Type and Capacity

1248 |
2 2 3 6 R | L Max. Capacity
F/A : Fixed Angle Rotor S (total # of tubes for
S : Swing-Out Rotor may. load)
4 1 6 E : Easy Lock Rotor SR
Max. Speed L R for Refrigerated Model Family Name of Rotors for Sharing Between Different Centrifuge Models
(x 1,000 rpm) M : for 1730R L : for 1736R/2236R/1096R
G for 1248/1248R/1236R/1580/1580R S for 416
SR : for 624R
Buckets Adaptors & Multi-Tube Racks
Type and Capacity of ~ Adaptor for
Loaded a Single Wing of Single-Tube or Multi-Tube Max. Capacity
Bucket or Plate d a Matching Rotor (total # of tubes for max. load)

GAS-c50 \ (85)
GAM-u15-19 (b750)
I

Type and Capacity of r Type and Capacity of
Tube Hole a Single Wing of
c a Matching Rotor

|

Fast Cooling
Cooling down to 4°C within 5 minutes

ACC/DEC Rate Control
Setting run-up (9 steps) / down (10 steps) rates

Rotor ID
Automatic rotor identification for safe operation

Up to 100 or 10 Program Memory
for convenient operation of the routine protocols

Short Spin (Pulse)
One-touch key for quick spin

Imbalance Cut-Off
and accompanied warning keep the instrument
protected from unsuitable operation.

Selectable Time Mode of "At Set Speed"
for counting running time only when reached
the set speed

Soft Start/Stop Function of 416
to achieve gentle run-up and down

b

MOTORIZED

L) & & &

PRE—

a)
&)

——

B

)

—

Motorized Lid Mechanics
Only a gentle touch is sufficient to close and open the lid.

Adjustable End Alarm
alerts completion of the operation.

A Large Assortment of Rotors, Buckets and Adaptors
support diverse applications doable with one instrument.

Glove-Friendly, Soft Touch Buttons
allows easy setting of running conditions.

Lid Drop Protection Design
allows operator's convenience and safety.

User ID and Password Function
ideal for core laboratory or multi-user environments

Automatic Lid Release
at the completion of the operation

Automatic RPM/RCF Conversion
for easy detection of g-value forced to samples




Micro Centrifuges
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GYROZEN mini centrifuge is designed to offer maximum performance in a small footprint of every experimental workstation. Compact product design,
user-friendly and intuitive interface are easy and comfortable for the operation. mini has a fully-functioning safety architecture of patented air-cooling and
anti-vibration. Three colors of powder white, rose pink and steel blue are optionally available and it will liven up any laboratory environment.

» Features

e 12 microtubes or 10 cryotubes can be run up to 13,500 rpm (12,300 xg).

» Compact design built to accommodate PCR tubes, microtubes and cryotubes (0.2 to 2.0 ml)

 Patented air-cooling to minimize noise and heat generation

» A separate "PULSE" key for quick spin

 Very quiet operation at less than 56 dB allows for comfortable laboratory environment.

 Supplied with autoclavable 12-place fixed angle micro-rotor, snap-fit plastic rotor lid and 12 adaptors for 0.2 ml PCR tubes

» Technical Specifications

ACC / DEC (sec

Parameters on display window

Display

(se0)

» Control Panel

Setting Speed
Press once : RPM | Press twice : RCF

13,500/ 12,300 xg
12 x 1.5/2.0 ml, 4 x 8-tube PCR strips
Pulse or timed < 30 min
Yes
~ 56
<12/<16
RPM (RCF), Oper Status,

Power requirement (VA)
Dimension (W x D x H, mm)
Weight without rotor (kg)

230V, 50 Hz (AC 220-230V, 50/60 Hz; 110 V optional)

Status of Speed, Time, Running, Door Open / Close

Blue LCD Cat. No.
Display Window
RPM/RCFx1000 Time Y

» Applications

1.2

13 "o T
2 =i

\ 4

A

Door Open Short Spin

» Molecular works of cell collection, phenol extraction, simple spin-down, etc.

Time/Speed

| arrow keys

Time
less than 30 min

Start / Stop

Yes
Yes
PC/ABS

110
208 x 245 x 145
4.4
Yes
GZ-1312
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Fixed Angle Rotor,
GRF-m2.0-12

12 x1.5/2.0 ml

£ 45°

Hole diameter (mm) : 11.1

Max. height for tube fit (mm) : 42

Tube @ @ @

Tube capacity (ml) 0.2 0.5 1.5/2.0
S

Adaptor % i None

Cat No. GAS-m0.2(2) | GAS-m0.5(2)

Adaptor bore (P xL, mm) 6.5x23 8x31 -

Radius (mm) 43.5 50.5 60.4

Max.RPM 13,500

Max.RCF (g-force) 8863 [ 10,290 [ 12,300

Fixed Angle Rotor,
GRF-m1.8-10

10 x 1.8 ml Cryotube

£ 45

Hole diameter (mm) : 12.8

Max. height for tube fit (mm) : 50

Tube

i

Tube capacity (ml)

1.8 cryotube

Adaptor None
Cat No.

Adaptor bore (P xL, mm) -
Radius (mm) 60.4
Max.RPM 13,500
Max.RCF (g-force) 12,300

PCR Rotor
GRA-s0.2-32

4 x 8-tube PCR strips, 32 x 0.2 ml
£ 45°
Hole diameter (mm) : 6.5

Tube

Tube capacity (ml) 0.2 8-Strip tube
Radius (mm) 1st:38.6/2nd: 46
Max.RPM 6,000

Max.RCF (g-force)

1st :1,654/2nd : 1,850

——]—

4 &)

GYROZEN 1536 will be the new standard micro centrifuge in the laboratory. 1536 boasts a smooth curve design and a unique ergonomic user interface in its
class. As many as 36 microtubes and 12 0.2 ml-tubes can be operated simultaneously at up to 15,000 rpm. It is suitable for all molecular biology applications as
it can accommodate from 0.2 ml tube containing PCR strip to 5.0 ml tube. 1536 has an intuitive and user-friendly interface with a wide LCD display to check the
operation status and the setting parameters simultaneously. It provides easy and sophisticated controls such as "At Set Speed" for timed runs at the set speed, 100
programs saving and adjustability of parameters during operation. The new "Easy-Lock" rotors deliver operators the highest easiness and comfort to handle frequent
routine works. You can enjoy not only artistic design but also convenient operational experiences with our 1536.

» Applications

» Molecular works of cell collection, phenol extraction, simple spin-down, filter tube separation, etc.
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» Technical Specifications

Max. RPM/RCF 15,000/ 21,583 xg Imbalance cut-off Yes
36x1.5/20ml, 10x5.0 ml, 4 x 8-tube PCR strips |0 Yes
Pulse, timed < 100 min or continuous Lid drop protection Yes
} i Selectable, Motorized lid open & close Yes » Control Panel
at set speed or from starting Automatic lid release at completion Yes
s AuminumiAvodizng
Noise level (dB) ~ 60 Power supply 230V, 50 Hz (AC 220-230V, 50/60 Hz; 110 V optional)
ACC/DEC (step or time) 9/10 steps (15 /15 sec) Power requirement (VA) 450 Setting Speed Setting Time Setting Speed At Set Speed
: - Keep touching 1 key for 3 seconds
' ' 100 D|rT.18nS|0.n (Wx D x H, mm) 240x378x240 ACC, Running, DEC, Lid Open / Close, To 99 min. 59 sec or Touch once : RPM On : Counts the time at set speed
, . Simultaneous display of all parameters Weight without rotor (kg) 1.9 Sound, Key Lock, Warning, Backlight Off Continuous (00:00) Touch twice : RCF 0ff : Counts the time from starting g
Parameters on display window ) ]
of set and actual figures Yes I g
— S S f J | End Alarm (Sound Volume) g
— u u
(/ l l l \ | Keep touching 2 key for 3 seconds
- R )
Rotor Scanning ... ¥/ RPM 1 = = | End Alarm (Repeat Time)
RPM Tednlnlx STATUS RCF h | Keep touching 3 key for 3 seconds
ICITT =1 () () 10N f
e 5! ﬁ!"’ LIL.. . ; a & >mvE 4 = B A\ O ShortSpin
| ReF J190F accoec | Y -
Actual Value | - | . ’;I_‘ I;I'_I T - N
Ccub=a9 |® 35| e 7 B 5 Ygo st
TIME = / i
aonn '—"'—" L '-,' PROG 4= [] <= (gg O LdOPen &
L.I_I'LH_I P I e y.
» Features \ T
» Compact design built to accommodate PCR tubes, microtubes and filter tubes (0.2 to 5.0 ml) S ' ]
« Soft touch control panel is highly sensitive and intuitive to input parameters. —
Setting ACC / DEC Program SAVE / CALL

+ 3.5" LCD window with simultaneous display of all operational parameters of set and actual figures 0 (1 ~ 9/ Max.9 Touch once : CALL / Touch twice : SAVE (up f0-100)
« Selectable time mode of “at set SPEED” for counting running time only when reached the set speed DEC (0 ~ 9/ Natural DEC 0) Touch continuous : Lock / Unlock

» A separate "PULSE" key for quick spin

» Parameters can be changed during operation.

« Key lock function helps the set-parameters secured during operation.

« Lid drop protection design allows easiness and safety when loading or unloading sample.

 With motorized lid mechanics, only a gentle touch is sufficient to close and open the lid.

« Aerosol-tight, bio-seal Easy-Lock rotor with a set of O-rings

22
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N @ @ @ ] D g 'T] ' I IIIII
Fixed Angle Rotor, Tube capacity (m) 0.2 05 1520 : 5 S ' Y /i
GRE-m2.0-24 -
24 x1.5/2.0 ml Adaptor J L] None
£ 45 = ; . :
Hole diameter (mm) : 11.1 Cat No. GAS-m0.2(2) | GAS-m0.5(2) - = =
Max. height for tube fit (mm) : 52 Adaptor bore (®xL, mm) 6.5x23 8x31 -
Radius (mm) 67 73 84.3
Max.RPM 15,000
Max.RCF (g-force) 16854 | 18363 | 21,206
g
Tube @ @ @ @ % . .' §
FiXGd Angle ROtOI’, Tube capacity (ml) 0.2 0.5 0.2 1.5/2.0 2 ml filter tube
GRE-m2.0-36 :%: 4 | |4 A I/- S At
@ Eho JA g i ;
36 x 1.5/2.0 ml (12 x 0.2 ml) Adaptor ' None None None EmTE2m - =
£ 45 ~
Hole diameter (mm) : 11.1 Cat No. GAS-m0.2(2) | GAS-m0.5(2)
Max. height for tube fit (mm) : 52 Adaptor bore (OxL, mm) 6.5x23 8x31 - - - . ' . . . . . ' .
Radius (mm) 53.5/67 60.5/73 58.2 70.9/84.3 59.1 GYROZEN refrigerated high-speed micro centrifuge, 1730R is a must-have for the experiments in molecular and cellular biology. It can accommodate up to 30 microtubes or
Max.RPM 15,000 . . . . . "
M::RCF (g-force) 13.458/16,850 | 1521018363 | 14640 [ 17,895/21,206 ] 14,867 12 x 5 mi-tubes. With the most popular 24 hole micro-rotor, maximum 17,000 rpm (27,237 x g) can be reached even at 4 °C. Its powerful refrigeration system specifies the
ftcan accommocat only 12 x 2 miitr tubes i the nner ne temperature range from -20 °C to + 40 °C and offers "FASTCOOL" function of cooling down to 4 °C in 5 minutes. All rotor types have been extended to the new "Easy-Lock" [
lid, allowing easy and convenient rotor lid opening and closing. The Teflon-coated chamber of 1730R is more resistant to organic solvents, reactive or corrosive chemicals.
The powerful and compact refrigerated micro centrifuge 1730R is one of the best products in the GYROZEN portfolio. It will be a perfect tool to get the results you want in your
[aboratory.
» Applications
. . Tube @
Fixed Angle Rotor, 2 Fixed Angle Rotor, « Molecular works of ethanol precipitation, phenol extraction, NA preparation, cell collection, spin-down of temperature sensitive reaction
GRE-SO-2-32 Tube GRE-m5-0-1 0 Tube capacity (mi) 5.0 mixtures. etc
Adaptor None ’ ’
8 x 8-Tube PCR strips, 32 x 0.2 ml 10 x 5.0 ml Cat No. _
£ 45° Tube capacity (ml) 0.2 8-Strip tube £ 45 Adaptor bore (®xL, mm) -
Hole diameter (mm) : 6.5 Radius (mm) 56.4 Hole diameter (mm) : 17 Radius (mm) 85.8
Max. height for tube fit (mm) : 16 Max.RPM 15,000 Max. height for tube fit (mm) : 68 Max.RPM 15,000
Max.RCF (g-force) 14,187 Max.RCF (g-force) 21,583
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» Technical Specifications

Max. RPM/RCF 17,000/ 27,237 xg Pe.lrameters on display window
13,000/ 16,343 xg Display
_ 30x 1.5/2.0 ml, 12x 5.0 ml, 8 x 8-tube PCR strips [T LRt S Ton
Max. capacity -
16 x 1.5/2.0 ml Imbalance cut-off
-20 to +40 Safety lid lock
Yes Lid drop protection
Pulse, timed < 100 min or continuous Chamber material
) " Selectable, Power supply
at set speed or from starting Power requirement (kVA)
Yes Dimension (W x D x H, mm)
Noise level (dB) ~ 56 Weight without rotor (kg)
ACC/DEC (step or time) 9/10 steps (17/17 sec) CE mark
100 Cat. No.

» Features

RPM (RCF), Oper Status, Lid Open/Close, Min:Sec, Temp, ACC, DEC

Blue LCD
Yes
Yes
Yes
Yes

SUS304/Teflon-coated
230V, 50 Hz (AC 220-230V, 50/60 Hz; 110 V optional)

2.0
310 x 620 x 290
43
Yes
GZ-1730R

 The refrigerated microcentrifuge, 1730R is a "must-have" item for molecular and cellular lab works with max. speed of 17,000 rpm (27,237 xg)

«  Maximum capacity for 12 x 5 ml tubes or 30 x 1.5/2.0 ml tubes or 18 microfilter tubes or 64 PCR tubes
« Fast cooling function to €in 5 minutes for fast start up of cooled samples

 The compressor-off function when lid is open minimizes unnecessary cooling and frosting.

« Teflon coated rust-free chamber

« Very quiet operation at less than 56 dB allows for comfortable laboratory environment.

 Selectable time mode of “at set SPEED” for counting running time only when reached the set speed

» A separate "PULSE" key for quick spin

 Parameters can be changed during operation.

 Key lock function helps the set parameters secured during operation.

 Aerosol-tight, bio-seal Easy-Lock rotor with a set of O-rings

» Control Panel

Display Screen

Status of Speed, Time,
Temperature, ACC,
Running, DEC,

Lid Open/ Close

Setting Speed

Touch once : RPM
Touch twice : RCF

|

Setting Time
To 99 min. 59 sec
or Continuous (00:00)

Short Spin
G ® ms @“C g O \
¢ RPM min sec TEMP A ’
1 Qo.Co Ll > o
HiobdZ 5555 U5 A s
v 5 o
AT SET y4
}7 RPM TIME TEMP ACC PROG <l SPEED B <
RCF % DEC
4 + A A
Temp / Fast Cool Setting ACC / DEC Program SAVE / CALL At Set Speed
-20°C ~ 40°C, ACC (1~9/Max.9) Touch once : CALL On : Counts the time at set speed
Fast Cool DEC (0~9 / Natural DEC 0) Touch twice : SAVE (up to 100) 0Off : Counts the time from starting
(fast temp function) Touch continuous: Lock / Unlock Touch continuous : Controls repeat time /

sound volume of end alarm
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Start / Stop
LED ON : Start/ Run
LED OFF : Stop

Lid Open
Open : LED turns on
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Fixed Angle Rotor,
GRE-M-s0.2-64

8 x 8-Tube PCR strips, 64 x 0.2 ml

£ 45
Hole diameter (mm) : 6.5
Max. height for tube fit (mm) : 16

Tube @ @ @
Fixed Angle ROtOI’, Tube capacity (ml) 0.2 0.5 1.5/2.0
GRE-M-m2.0-24

©

24 x1.5/2.0 ml Adaptor % ' None
£ 45° ~
Hole diameter (mm) : 11.1 Cat No. GAS-m0.2(2) | GAS-m0.5(2)
Max. height for tube fit (mm) : 52 Adaptor bore (®xL, mm) | 6.5x23 8x31 -

Radius (mm) 67 73 84.3

Max.RPM 17,000

Max.RCF (g-force) 21,648 23910 [ 27,287

Tube @ @ @
Fixed Angle Rotor, Tube capacity (ml) 0.2 0.5 1.5/2.0
GRE-M-m2.0-30 ,ﬁ _
30 x 1.5/2.0 ml Adaptor = % None
£ 45° - -
Hole diameter (mm) : 11.1 Cat No. GAS-m0.2(2) | GAS-m0.5(2)
Max. height for tube fit (mm) : 52 Adaptor bore (®xL, mm) 6.5x23 8 x 31 -

Radius (mm) 79 86 96.4

Max.RPM 14,000

Max.RCF (g-force) 17,311 18,845 21,124

Tube @ @ @ g
Fixed Angle Rotor, Tube capacity (ml) 02 0.5 1.5/2.0 2 ml filter tube
GRE-M-m2.0-18

©

18 x1.5/2.0 ml Adaptor % ' None None
A 45 =
Hole diameter (mm) : 11.1 Cat No. GAS-m0.2(2) | GAS-m0.5(2) - -
Max. height for tube fit (mm) : 65 Adaptor bore (®xL, mm) | 6.5x23 8x31 - -

Radius (mm) 57.8 63.8 75.1 64.2

Max.RPM 15,000

Max.RCF (g-force) 14,540 16,049 18,891 16,150

Bucket,
GLB-m2.0(8)

Bucket,
GLB-m2.0-4(16)

Tube
Fixed Angle Rotor, Tube capasty () 00
Tube 3 GRE-M-mb5.0-12
Adaptor None
12 x 5.0 ml
£ 45° Cat No. -
Tube capacity (ml) 02 8-Strip tube Hole diameter (mm) : 17 Adaptor bore (dxL, mm) .
Radius (mm) 1st:58.6/2nd : 67.1 Max. height for tube fit (mm) : 68 Radius (mm) 91.3
Max.RPM 12,500 Max.RPM 15,000
Max.RCF (g-force) 1st :10,237/2nd : 11,722 Max.RCF (g-force) 22,967
Tube @ @ @
SWIng-OUt ROtOI’, Tube capacity (ml) 0.2 0.5 1.5/2.0
GRD-M-m2.0-8 ©
Adaptor % i None
8x1.5/2.0 ml _
£ 90° Cat No. GAS-m0.2(2) | GAS-m0.5(2) -
Hole diameter (mm) : 11.1 Adaptor bore (®OxL, mm) | 6.5x23 8x31 -
Max. height for tube fit (mm) : 48 Radius (mm) 68.5 76.5 86.5
Max.RPM 13,000
Max.RCF (g-force) 12943 [ 14454 [ 16343
Tube @ @ @
Swing-out Rotor, Tube capacity (ml) 02 05 1.5/2.0
GRD-M-m2.0-16 o
©
Adaptor % i None
16 x 1.5/2.0 ml _
«£90° Cat No. GAS-m0.2(2) | GAS-m0.5(2) -
Hole diameter (mm) : 11.1 Adaptor bore (®OxL, mm) 6.5x23 8x31 -
Max. height for tube fit (mm) : 43 Radius (mm) 66 74 83
Max.RPM 13,000
Max.RCF (g-force) 12,470 13,982 15,682

(]
@
=1
=3
=,
=3
=
«Q
@
n




MANUFACTURER

GYROZEN

GYROZEN Co., Ltd.

30-12 Gyeryong-ro 141beon-gil, Yuseong-gu,
Daejeon, 34187, Rep. of KOREA

Tel : +82-2-3452-7736 / info@gyrozen.com

SALES

LabTech

LabTech Srl

Via Fatebenefratelli, 1/5 - 24010 Sorisole (BG) - Italy
Tel: +39 035 576614 - Fax: +39 035 4729414
www.labtechsrl.com - email: marketing@labtechsrl.com






